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types 7075-T6 or AZSGU-T6 should be
used. An acceptable test is described in
ASTM G 31-72 (Reapproved 1995).

[Amdt. 173-224, 55 FR 52634, Dec. 21, 1990, as
amended at 56 FR 66270, Dec. 20, 1991; Amdt.
173-241, 59 FR 67508, Dec. 29, 1994; Amdt. 173
261, 62 FR 24733, May 6, 1997]

§173.140 Class 9—Definitions.

For the purposes of this subchapter,
miscellaneous hazardous material (Class
9) means a material which presents a
hazard during transportation but which
does not meet the definition of any
other hazard class. This class includes:

(a) Any material which has an anes-
thetic, noxious or other similar prop-
erty which could cause extreme annoy-
ance or discomfort to a flight crew
member so as to prevent the correct
performance of assigned duties; or

(b) Any material that meets the defi-
nition in §171.8 of this subchapter for
an elevated temperature material, a
hazardous substance, a hazardous
waste, or a marine pollutant.

[Amdt. 173-224, 57 FR 45463, Oct. 1, 1992, as
amended by Amdt. 173-231, 57 FR 52939, Nov.
5, 1992; Amdt. 173-233, 58 FR 33305, June 16,
1993]

§173.141 Class 9—Assignment of pack-
ing group.

The packing group of a Class 9 mate-

rial is as indicated in column 5 of the
§172.101 table.

§173.144 Other Regulated Materials
(ORM)—Definitions.

For the purpose of this subchapter,
“ORM-D material” means a material
such as a consumer commodity, which,
although otherwise subject to the regu-
lations of this subchapter, presents a
limited hazard during transportation
due to its form, quantity and pack-
aging. It must be a material for which
exceptions are provided in the §172.101
table. Each ORM-D material and cat-
egory of ORM-D material is listed in
the §172.101 table.

§173.145 Other Regulated Materials—
Assignment of packing group.

Packing groups are not assigned to
ORM-D materials.

§173.150

§173.150 Exceptions for Class 3 (flam-
mable) and combustible liquids.

(a) General. Exceptions for hazardous
materials shipments in the following
paragraphs are permitted only if this
section is referenced for the specific
hazardous material in the §172.101 table
of this subchapter and the material
does not meet the definition of another
hazard class except Division 6.1, Pack-
ing Group III or Class 8, Packing Group
II1.

(b) Limited quantities. Limited quan-
tities of flammable liquids (Class 3) and
combustible liquids are excepted from
labeling requirements, unless offered
for transportation or transported by
aircraft, and the specification pack-
aging requirements of this subchapter
when packaged in combination pack-
agings according to this paragraph. In
addition, shipments of limited quan-
tities are not subject to subpart F
(Placarding) of part 172 of this sub-
chapter. Each package must conform
to the packaging requirements of sub-
part B of this part and may not exceed
30 kg (66 pounds) gross weight. The fol-
lowing combination packagings are au-
thorized:

(1) For flammable liquids in Packing
Group I, inner packagings not over 0.5
L (0.1 gallon) net capacity each, packed
in strong outer packagings;

(2) For flammable liquids in Packing
Group II, inner packagings not over 1.0
L (0.3 gallon) net capacity each, packed
in strong outer packaging; and

(3) For flammable liquids in Packing
Group III and combustible liquids,
inner packagings not over 5.0 L (1.3 gal-
lons) net capacity each, packed in
strong outer packagings.

(c) Consumer commodities. A limited
quantity which conforms to the provi-
sions of paragraph (b) of this section
and is a ‘‘consumer commodity’’ as de-
fined in §171.8 of this subchapter, may
be renamed ‘‘Consumer commodity”
and reclassed as ORM-D material. In
addition to the exceptions provided by
paragraph (b) of this section, ship-
ments of ORM-D materials are not sub-
ject to the shipping paper requirements
of subpart C of part 172 of this sub-
chapter, unless the material meets the
definition of a hazardous substance,
hazardous waste, marine pollutant, or
are offered for transportation and
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